
SPECIFICATIONS 

Engine - Standard: 
Engine Make Perkins 
Displacement 4.4 Ltr 
Gross Output 74.5kW 
Itransmisslon: 
Drive 4W 
Transmission Type Powershift 
No. of Gears Fwd/Rev 4F/3R 
Tyres: 
Tyres Front Standard 405/70-24 
Tyres Rear Standard 405/70-24 
Pneumatic Tyre Type MPT04 Industrial 
Chassis: 
Chassis Levelling Yes 
Steering Type 2W/4W/Crab 
Hydraulics: 
Pump Type Axial Piston 
Maximum Flow 132Ltr/min 
System Pressure 250 Bar 
No. of Auxiliary Services 1 
Capacities: 
Fuel Tank 140 Ltr 
Static Dimensions: 
Length (Less Forks) 6.00m 
Overall Width 2.38m 
Height 2.45m 
Wheelbase 2.85m 
Ground Clearance 0.42m 
Stabiliser Spread 2.56m 
Turn Radius Over Tyres 3.80m 
Turn Radius Over Forks 5.35m 
Operating Weiglit: 10,810kg 
Performance - General: 
Load Centre 0.60m 
Breakout Force 70kN 
Summary - On Tyres: 
Maximum Lift Capacity 3,500kg 
Maximum Forward Reach 9.20m 
Height with Maximium Capacity 9.00m 
Capacity at Maximum Height 1,000kg 
Capacity at Maximum Reach 150kg 
Maximum Reach with 1,000kg 5.70m 
Summary - On Outriggers: 
Maximum Lift Capacity 3,500kg 
Maximum Forward Reach 9.20m 
Height with Maximium Capacity 13.00m 
Capacity at Maximum Height 3,500kg 
Capacity at Maximum Reach 800kg 
Maximum Reach with 1,000kg 8.50m 


